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This is a direct-acting, 2-position, 3-way,
spool-type solenoid valve,

ifications
Rated pre§§ure 230 bar |3300 psi]

Rated flow at 7 bar

[t00 Dsil

17llmin [5 US gal/min]

Weiqht 0,31 kg L0.68 lb]

Cavity sDC08-3

§tandard coil M]3 20Wati

Robu§t coil Rl3 16Watt

Robust Nut P/N 1738o49t0
(no coil O-rinqs needed)

5chematic
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SV08-23-01-
coil voltage
00 = No coil
12D = ]2VDc (standard coil)
24D..- 24VDc {standard coil)
R]2D=]2VDc(R-coil)
R24D = 24 VDC (R-Coil)

coil termination:
00 = No coil
FL = Flying Lead
DN = DlN 43650 *

DE = Deutsch
AJ =AmpJunior*
sP = spade *

As = AMP superseal 1.5 and Metri-Pa(k 150 type 1
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Theoretical performa nce
Pres5ule drop

33 cst I]54 5U5] hyd.oil @ 38"c I100" F]
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standardcoil Nut kit
P/N 173800588

3,/4-]6 UNF,2A

39.911.57l

8odyand portś
00 - cartridge only
SE2B = Al, ]/4 BSP

SE3B - A1,3/8 85P
45 = Al, #4 SAE
65 = Al, #6 SAE
other hou5ing5 available

5e6l§ Seals kit
B = Buna,N 354003210

V = Viton 35400381 9
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Body Nomenclatur€
No Body
sDc08-3-sE2B
sDc08-3-sE3B
CP08-3-45
cP08-3-6s
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"These termination5 are not available on robust coil (R1 2D, R24D)


