
4-way pneumatic valves for pipe 
connection/sub-base mounting

Aluminium alloy and brass body/Pipe mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

341L9101 11/8 NBR 27075 42-400 8993 4889804 1 10 2.5 210

Table continued on page 198

* See Electrical Parts Group table at end of section
Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Associated sub-base diagram

Quantity of valves by 
assembly

Feeder
Ref.

Screw
481169*

Set No.
481206

Sealing
487758

A
mm

B
mm

C
mm

D
mm

2 72 78 102 123481168.02 4 2 1
3 96 102 126 147481168.03 6 3 1
4 120 126 150 171481168.04 8 4 1
5 144 150 174 195481168.05 10 5 1
6 168 174 198 219481168.06 12 6 1
7 192 198 222 243481168.07 14 7 1
8 216 222 246 267481168.08 16 8 1
9 240 246 270 291481168.09 18 9 1
10 264 270 294 315481168.10 20 10 1

Dimension reference 42
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4-way pneumatic valves for pipe connection/sub-base mounting

Aluminium alloy and brass body/Pipe mounting
5/2 - Two solenoids and 
main pressure supply - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

347L9101 11/8 NBR 43075 117-315 8993 488980 14 2 10 2.5 210

Anod. aluminium body/Pipe mounting
5/2 - Pilot operated - 

341B02 21/4 NBR 2 170075 397341BAG2KN00640 2995 4818658 1 40 9 840

2NBR 180075640 4270 4810008 1 40 8 840

E341B01 2NBR 170075 387341BAG2PN001000 2995 4818658 1 15 9 815

2NBR 1800751000 4270 4810008 1 15 8 815

Table continued on page 200

 *   See Electrical Parts Group table at end of section
 1.  Please order two of these items per valve
 2.  Valve with pilot return pipe on exhaust port

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 38

Dimension reference 39

Dimension reference 117
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4-way pneumatic valves for pipe connection/sub-base mounting

Anod. aluminium body/Pipe mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

E341B11 23/8 NBR 170075 407341BAG3PN001000 2995 4818658 1 15 9 815

2NBR 1800751000 4270 4810008 1 15 8 815

Anod. aluminium body/Pipe mounting
5/2 - Impulse coil - 

345B04 41/4 NBR 180075 387345BAG2PN001000 4269 4849908 1 - - 1115

4NBR 1800751000 4269 4854008 1 15 13 --

Table continued on page 202

 *   See Electrical Parts Group table at end of section
Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 38

Dimension reference 40
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4-way pneumatic valves for pipe connection/sub-base mounting

Die-cast zinc body/Pipe mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

341L11 11/4 NBR 69075 118-1400 8993 4889808 1 10 2.5 210

Table continued on page 204

 *   See Electrical Parts Group table at end of section
Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Associated sub-base diagram

Quantity of valves by 
assembly

Feeder
Ref.

Screw
481966

Set No.
481969

Sealing
487304

A
mm

B
mm

C
mm

D
mm

2 108 98 149 128481964.02 4 2 1
3 146 136 187 166481964.03 6 3 1
4 184 174 225 204481964.04 8 4 1
5 222 212 263 242481964.05 10 5 1
6 260 250 301 280481964.06 12 6 1
7 298 288 339 318481964.07 14 7 1
8 336 326 377 356481964.08 16 8 1
9 374 364 415 394481964.09 18 9 1

10 412 402 453 432481964.10 20 10 1

Dimension reference 118
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4-way pneumatic valves for pipe connection/sub-base mounting

Die-cast zinc body/Pipe mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

341L1190 71/4 NBR 69075 7478-1400 - 483580.01 18 1 10 0.4 -10

E341L1130 2NBR -75 35397341LMG2NNM01400 2995 4818658 1 10 9 810

2NBR -751400 4270 4810008 1 10 8 810

Table continued on page 206

 *   See Electrical Parts Group table at end of section
 1.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 3539

Dimension reference 7478
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4-way pneumatic valves for pipe connection/sub-base mounting

Die-cast zinc body/Pipe mounting
5/2 - Two solenoids and 
main pressure supply - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

347L11 11/4 NBR 75075 46-1400 8993 488980 18 1 10 2.5 210

Table continued on page 208

 *   See Electrical Parts Group table at end of section
 1.  Please order two housings and coils for each valve

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Associated sub-base diagram

Quantity of valves by 
assembly

Feeder
Ref.

Screw
481966

Set No.
481969

Sealing
487304

A
mm

B
mm

C
mm

D
mm

2 108 98 149 128481964.02 4 2 1
3 146 136 187 166481964.03 6 3 1
4 184 174 225 204481964.04 8 4 1
5 222 212 263 242481964.05 10 5 1
6 260 250 301 280481964.06 12 6 1
7 298 288 339 318481964.07 14 7 1
8 336 326 377 356481964.08 16 8 1
9 374 364 415 394481964.09 18 9 1
10 412 402 453 432481964.10 20 10 1

Dimension reference 46

207
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
207 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève

001-400_CAG  25/11/03  6:52  Page 207

Distributor: TTS Valve Technologies Sdn Bhd www.ttsvalve.com                  

King
 O

f V
alv

e C
o.,

Ltd
.



4-way pneumatic valves for pipe connection/sub-base mounting

Die-cast zinc body/Pipe mounting
5/2 - Two solenoids and 
main pressure supply - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

E347L1130 21/4 NBR -75 35417347LMG2NNM01400 2995 4818651 18 1 10 9 810

2NBR -751400 4270 4810001 18 1 10 8 810

Table continued on page 210

 *   See Electrical Parts Group table at end of section
 1.  Please order two of these items per valve

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 3541
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4-way pneumatic valves for pipe connection/sub-base mounting

Anod. aluminium body/Pipe mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

E341B21 21/2 NBR 190075 417341BAG4TN002500 2995 48186514 1 15 9 815

2NBR 2000752500 4270 48100014 1 15 8 815

Anod. aluminium body/Pipe mounting
5/2 - Impulse coil - 

345B24 41/2 NBR 200075 417345BAG4TN002500 4269 48499014 1 - - 1115

4NBR 2000752500 4269 48540014 1 15 13 --

Table continued on page 214

 *   See Electrical Parts Group table at end of section
Notes:

212
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
212 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève

001-400_CAG  25/11/03  6:53  Page 212

Distributor: TTS Valve Technologies Sdn Bhd www.ttsvalve.com                  

King
 O

f V
alv

e C
o.,

Ltd
.



4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 41
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4-way pneumatic valves for pipe connection/sub-base mounting

Aluminium alloy and brass body/Sub-base mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

341L9201 1SB NBR 23075 119-400 8993 4889804 1 10 2.5 210

Aluminium alloy and brass body/Sub-base mounting
5/2 - Two solenoids and 
main pressure supply - 

347L9201 1SB NBR 35075 119-400 8993 488980 14 1 10 2.5 210

Table continued on page 216

 *   See Electrical Parts Group table at end of section
 1.  Please order two of these items per valve

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 119
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4-way pneumatic valves for pipe connection/sub-base mounting

Anod. aluminium body/Sub-base mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

341L2190 7SB NBR 1 120575 827341LAV4TN903550 - 483580.01 215 0.5 10 0.4 --

Table continued on page 218

 *   See Electrical Parts Group table at end of section
 1.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)
 2.  This reference no. is for the complete electrical part (coil + housing)

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Associated sub-base diagram

Dimension reference 82
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4-way pneumatic valves for pipe connection/sub-base mounting

Anod. aluminium body/Sub-base mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

E341L21 2SB NBR 124075 917341LAV4TNM05000 2995 48186515 0.5 10 9 810

2NBR 1360755000 4270 48100015 0.5 10 8 810

Anod. aluminium body/Sub-base mounting
5/2 - Impulse coil - 

345L21 4SB NBR 136075 917345LAV4TNM05000 4269 48499015 0.5 - - 1110

4NBR 1360755000 4269 48540015 0.5 10 13 --

Delrin body/Sub-base mounting CETOP 1/8
5/2 - Pilot operated - 

341L0180 6CETOP NBR 43075 477341LDC1LNL8800 2995 4827406 1 10 1.6 --

341L04 1NBR 1 -75 48-800 8993 4889806 1 10 2.5 210

341L05 1NBR 2 -75 48-800 8993 4889806 1 10 2.5 210

E341L01 2NBR 1 43075 477341LDC1LNM8800 2995 481865 36 1 10 9 810

2NBR 56075800 4270 481000 36 1 10 8 810

2NBR 43075800 2995 4827306 1 10 7 610

E341L02 2NBR 2 42075 477341LDC1LNMI800 2995 4818656 1 10 9 810

2NBR 55075800 4270 4810006 1 10 8 810

2NBR 42075800 2995 4827306 1 10 7 610

Table continued on page 220

 *   See Electrical Parts Group table at end of section
 1.  Manual override and flow regulating screws standard
 2.  Manual override standard
 3.  Switch-on time limited to 50% ED. For 100% ED please use coil ref. 482730

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 47

Dimension reference 48

Dimension reference 91
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4-way pneumatic valves for pipe connection/sub-base mounting

Delrin body/Sub-base mounting CETOP 1/8
5/2 - External pressure 

supply - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

541L01 -CETOP NBR 1 36075 907541LDC1LNR0800 - -6 0 10 - -10

Delrin body/Sub-base mounting CETOP 1/8
5/2 - Impulse coil - 

345L01 4CETOP NBR 2 58075 897345LDC1LNM8800 4269 4849906 1 - - 1110

4NBR 58075800 4269 4854006 1 10 13 --

 *   See Electrical Parts Group table at end of section
 1.  Flow regulating screws standard
 2.  Manual override and flow regulating screws standard

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 89

Dimension reference 90
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