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Accessories

Connectors for PROFIBUS-DP

Connectors M12 M12 M12 M12

Version B-coded

5-pin

B-coded

5-pin

B-coded

5-pin

B-coded

5-pin

Use Male Male Female Female

Ordering code BCC0714 BCC0716 BCC0715 BCC0717

Part number BCC M475-0000-2B-000-01X575-000 BCC M485-0000-2B-000-01X575-000 BCC M475-0000-1B-000-01X575-000 BCC M485-0000-1B-000-01X575-000

Operating voltage UB 10...30 V DC 10...30 V DC 10...30 V DC 10...30 V DC

No. of wires ×

cross-section

5× max. 0.75 mm2 5× max. 0.75 mm2 5× max. 0.75 mm2 5× max. 0.75 mm2

Cable diameter min. Max. 8.0 mm Max. 8.0 mm Max. 8.0 mm Max. 8.0 mm

Connection Screw terminal Screw terminal Screw terminal Screw terminal

Degree of protection as per IEC 60529 IP 67 IP 67 IP 67 IP 67

Ambient temperature range Ta –25...+85 °C –25...+85 °C –25...+85 °C –25...+85 °C

Housing material Brass Brass Brass Brass

Shielded version Yes* Yes* Yes* Yes*

Coding B B B B

Socket on transducer 2 2 1 1

View of 

female/male side

*Knurled ring used 
for shielding
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Shielded throughout!

PROFIBUS-DP
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Control and data signals Data GND 3
RxD/TxD-N (A) 2
RxD/TxD-N (B) 4
VP +5V 1

Operating voltage +24 V 1
0 V (GND) 3
Ground PROFIBUS-DP 5
Shield supply 4

Socket on 
transducer

1/2 3

Pin assignments
BTL5-T1_ _-M-_ _ _ -_-S103 5-pin 3-pin

previously 

BKS-S 105-00

00.3 =   Length  0.3 m 

02 =   Length  2 m

05 =   Length  5 m

10 =   Length 10 m

previously 

BKS-S 106-00

00.3 =   Length  0.3 m 

02 =   Length  2 m

05 =   Length  5 m

10 =   Length 10 m

previously 

BKS-S 103-00

00.3 =   Length  0.3 m 

02 =   Length  2 m

05 =   Length  5 m

10 =   Length 10 m

previously 

BKS-S 104-00

00.3 =   Length  0.3 m 

02 =   Length  2 m

05 =   Length  5 m

10 =   Length 10 m Connectors

Processors

Profi bus 

module P111

BUS interface 

modules

Digital display

CAM controller


