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 STAINLESS STEEL VALVES 

 

GENEBRE PART: 2118  WAFER FULL BORE BALL VALVE FLANGED PN16, DIRECT MOUNT 

  

 

SPECIFICATIONS 

1 Material Stainless Steel  CF8M (SS316)  

2 Ends according to DIN  2501 PN16 (threaded holes) 

3 Max working pressure 16 BAR  (See PxT chart below) 

4 Max Temperature  -20°C to + 180°C 

5 Full bore 

6 RPTFE seats, PTFE seals 

7 ISO:5211 Actuator mounting flange. Pat: 9900474 respected. ≥ 1” 
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2118 04 1/2” 36 150 1.70 80 F03 X 9** 5 

2118 05 3/4” 38 150 1.90 85 F03 X 9** 8 

2118 06 1” 50 170 2.50 95 F04/05 X 11 10 

2118 07 11/4” 53 170 3.50 100 F04/05 X 11 14 

2118 08 11/2” 65 210 4.35 105 F05/07 X 14 20 

2118 09 2” 78 210 5.45 115 F05/07 X 14 30 

2118 10 21/2” 98 260 7.80 130 F07/10 X 17 36 

2118 11 3” 118 260 10.30 145 F07/10 X 17 60 

2118 12 4” 140 260 18.00 175 F07/10 X 17 95 

* Torque is without safety  

PRESSURE/ TEMPERATURE CHART 

Threaded bolt holes 

* * Not direct mount 
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