
 

 Allvalves Online Ltd, Unit 2 Automation House, Lyttleton Road, Pershore Industrial Estate, Pershore Worcestershire, WR10 2DF  www.all-valves.co.uk       
Uncontrolled copy. Not subject to automatic updates. Subject to change without notice.   AVOL 4-2011 Rev 0 

 STAINLES STEEL VALVES 

 

GENEBRE PART: 2461 STAINLESS STEEL FLANGED Y TYPE STRAINER PN16 

  

 

SPECIFICATIONS 

1 Material  CF8M (316 Stainless Steel) 

2 Ends flanged DIN 2501 PN16 

3 Max working pressure 16 Bar 

4 Working temperature  -30°C to +240°C 

DIMENSIONS 

AVOL 

REF 

SIZE  

 

A 

mm 

L 

mm 

Wt 

Kg 

Mesh 

Hole mm 

2461 04 1/2” 75 130 1.95 1 

2461 05 3/4” 90 150 2.75 1 

2461 06 1” 100 160 3.70 1 

2461 07 11/4” 115 180 5.90 1 

2461 08 11/2” 130 200 6.40 1 

2461 09 2” 150 230 8.90 1 

2461 10 21/2” 190 290 12.95 2 

2461 11 3” 200 310 18.15 2 

2461 12 4” 230 350 24.30 2 

2461 13 5” 280 400 38.35 2 

2461 14 6” 300 480 61.30 2 

2461 16 8” 400 605 115.00 2 

MATERIALS  

1 CF8M (316 Stainless Steel) 

2 CF8M (316 Stainless Steel) 

3 PTFE 

4 CF8M (316 Stainless Steel) 

5 SS 304 

6 SS 316 
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