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AL1.12
Wire connector

Code AL1.12
GTIN 6410019230543
Name Wire connector EnstoNet

Wire connector
Beschreibung AL1.12 is a 28,8 high wire connector

with a 3 mm wide wire entry and D 4,5
mm x 16,5 mm terminal screws. The
connectors are made of zinc and yellow-
chromeplated steel. Easy to cut by hand
to the desired pole number.

Verkäufer Ensto Finland Oy

Technische Spezi�kation

Dimensions

Leiterquerschnitt: 3x2,5 mm², 4x1,5 mm² text

Gewicht: 0,05 kg kg

Features

Anzahl der Masten: 12 text

Technical information

Material: Polyamide 6 text

ETIM

etim

Type of electric connection: Screw connection text

Number of poles: 12 text

Model: Other text

Total number of poles (without ground
contact):

12 text

etim7.EF00733: 1,50 ... 4,00 mm² mm²

Connectable conductor cross section �ne-
strand with cable end sleeve:

1,50 ... 2,50 mm² mm²

Connectable conductor cross section: 1,50 ... 4,00 mm² mm²
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Connectable conductor cross section multi-
wired:

1,50 ... 4,00 mm² mm²

Connectable conductor cross section �ne-
strand without cable end sleeve:

1,50 ... 2,50 mm² mm²

Tackable: False 

Rated voltage: 450,00 V V

Width/grid dimension: 11,00 mm mm

Rated current In: 24,00 A A

Packaging

Pallet package

Unit: PCE 

Package size: 6250 

Depth: 1200,00 mm 

Width: 800,00 mm 

Height: 1150,00 mm 

Default package

Unit: PCE 

Package size: 50 

Depth: 218,00 mm 

Width: 218,00 mm 

Height: 126,00 mm 

Weight: 2,88 kg 

Volume: 5,99 l 


